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PID 19-119-21-44-0019

8188 BROOKLYN BLVD,

BROOKLYN PARK, MN 55445

OWNER: THE LUTHER COMPANY, LLLP,

A MINNESOTA LIMITED LIABILITY LIMITED  PARTNERSHIP

STREET, DRAINAGE & UTILITY EASE.

PER DOC. NO. 4841629

N89°45'12"W   2624.44

EM

10" ELM

12" MAPLE

12" MAPLE

EM

PIV

WSO

CABX

TREES CODE BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND. QTY

ACFR ACER X FREEMANII `JEFFSRED` / AUTUMN BLAZE MAPLE 50`H X 40`W 2.5"CAL B & B 1

GTSK GLEDITSIA TRIACANTHOS `SKYLINE` / SKYLINE HONEY LOCUST 40`H X 30`W 2.5"CAL B & B 1

PIDE PICEA GLAUCA `DENSATA` / BLACK HILLS SPRUCE 45`H X 20`W 5` HEIGHT B & B 3

SHRUBS CODE BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND. QTY

JUBL JUNIPERUS HORIZONTALIS `BLUE CHIP` / BLUE CHIP JUNIPER 1`H X 10`W 3 GAL. POT 18

PD PHYSOCARPUS OPULIFOLIUS `DONNA MAY` TM / LITTLE DEVIL NINEBARK 3`H X 3`W 3 GAL. POT 12

SPAW SPIRAEA X BUMALDA `ANTHONY WATERER` / ANTHONY WATERER SPIRAEA 3`H X 3`W 3 GAL. POT 12

VINA VIBURNUM OPULUS `NANUM` / DWARF EUROPEAN VIBURNUM 2`H X 3`W 3 GAL. POT 23

GRASSES CODE BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND. QTY

CAKF CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER` / FEATHER REED GRASS 4`H X 2`W 2 GAL. POT 29
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LANDSCAPE PLAN
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0 20 40

Contact Utility Service providers for field location of services 72 hours prior to beginning.

Coordinate installation with Contractors performing related work.

Plant material shall conform to the American Association of Nurserymen Standards and be of hardy stock, free from disease,
infestation, damage, and disfiguration. For discrepancy between the number of plants on the Schedule and the number shown on the
Drawing, the Drawing shall govern.

All existing deciduous/coniferous trees are to be trimmed of dead wood and pruned to a natural uniform shape.

Planting soil shall consist of 4 parts topsoil to 1 part peat humus, with 3 pounds of commercial fertilizer added per cubic yard.

Spread a minimum of 6 inches of topsoil and sod all turf areas disturbed by Construction.

Edge shrub beds with steel edging except where adjacent to curbing, walks or buildings. Refer to Detail 11 on Sheet C7.1.

Place plants according to layout with proper nominal spacing.

See Details for depth of planting soil.

Install 4 inch depth of triple shredded hardwood mulch in Shrub Bed Areas.

Reserved.

Install a 4-foot diameter shredded hardwood mulch dish around trees not placed within a Shrub or Perennial Planting Bed.  Vinyl
edging is not required, unless noted otherwise.

All plant material shall be Warranteed for two (2) growing seasons, per MNDOT 2571.K.
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GENERAL NOTES

LANDSCAPE NOTES

For construction Staking and Surveying services contact Landform at 612.252.9070.1.

LEGEND

SOD

PLANT SCHEDULE

MINIMUM REQUIRED LANDSCAPE AREA PER LOT: 25%

ONE OVERSTORY TREE PER 3,000 S.F. OF OPEN AREA
ONE CONIFEROUS TREE PER 3,000 S.F. OF OPEN AREA
ONE DECIDUOUS OR CONIFEROUS SHRUB PER 100 S.F. OF OPEN AREA
OVERSTORY TREES PROVIDED
CONIFEROUS TREES PROVIDED
SHRUBS PROVIDED

LANDSCAPE REQUIREMENTS

3 = 6452 S.F. / 3,000

65 = 6452 S.F. /100' 
3 = 6452 S.F. / 3,000

4 - 2 Existing, 2 New
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6452 S.F. = 25,806 S.F. x 25%
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STREET, DRAINAGE & UTILITY EASE.
PER DOC. NO. 4841629

SIDEWALK & UTILITY EASE.
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TREES CODE QTY BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND.

ACFR 1 ACER X FREEMANII `JEFFSRED` / AUTUMN BLAZE MAPLE 50`H X 40`W 2.5"CAL B & B

GTSK 1 GLEDITSIA TRIACANTHOS `SKYLINE` / SKYLINE HONEY LOCUST 40`H X 30`W 2.5"CAL B & B

PIDE 3 PICEA GLAUCA `DENSATA` / BLACK HILLS SPRUCE 45`H X 20`W 5` HEIGHT B & B

SHRUBS CODE QTY BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND.

JUBL 16 JUNIPERUS HORIZONTALIS `BLUE CHIP` / BLUE CHIP JUNIPER 1`H X 10`W 3 GAL. POT

PD 13 PHYSOCARPUS OPULIFOLIUS `DONNA MAY` TM / LITTLE DEVIL NINEBARK 3`H X 3`W 3 GAL. POT

SPAW 13 SPIRAEA X BUMALDA `ANTHONY WATERER` / ANTHONY WATERER SPIRAEA 3`H X 3`W 3 GAL. POT

VINA 22 VIBURNUM OPULUS `NANUM` / DWARF EUROPEAN VIBURNUM 2`H X 3`W 3 GAL. POT

GRASSES CODE QTY BOTANICAL / COMMON NAME MATURE SIZE PLANTING SIZE ROOT COND.

CAKF 29 CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER` / FEATHER REED GRASS 4`H X 2`W 2 GAL. POT
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CONTACT UTILITY SERVICE PROVIDERS FOR FIELD LOCATION OF SERVICES 72 HOURS PRIOR TO BEGINNING.

COORDINATE INSTALLATION WITH CONTRACTORS PERFORMING RELATED WORK.

PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS AND BE OF HARDY
STOCK, FREE FROM DISEASE, INFESTATION, DAMAGE, AND DISFIGURATION. FOR DISCREPANCY BETWEEN THE
NUMBER OF PLANTS ON THE SCHEDULE AND THE NUMBER SHOWN ON THE DRAWING, THE DRAWING SHALL GOVERN.

ALL EXISTING DECIDUOUS/CONIFEROUS TREES ARE TO BE TRIMMED OF DEAD WOOD AND PRUNED TO A NATURAL
UNIFORM SHAPE.

PLANTING SOIL SHALL CONSIST OF 4 PARTS TOPSOIL TO 1 PART PEAT HUMUS, WITH 3 POUNDS OF COMMERCIAL
FERTILIZER ADDED PER CUBIC YARD.

SPREAD A MINIMUM OF 6 INCHES OF TOPSOIL AND SOD ALL TURF AREAS DISTURBED BY CONSTRUCTION.

EDGE SHRUB BEDS WITH STEEL EDGING EXCEPT WHERE ADJACENT TO CURBING, WALKS OR BUILDINGS.

PLACE PLANTS ACCORDING TO LAYOUT WITH PROPER NOMINAL SPACING.  IF THERE IS A DISCREPANCY BETWEEN
THE PLAN AND THE PLANT SCHEDULE, THE PLAN SHALL GOVERN.

SEE DETAILS FOR DEPTH OF PLANTING SOIL.

INSTALL 4 INCH DEPTH OF TRIPLE SHREDDED HARDWOOD MULCH IN SHRUB BED AREAS.

RESERVED.

INSTALL A 4-FOOT DIAMETER SHREDDED HARDWOOD MULCH DISH AROUND TREES NOT PLACED WITHIN A SHRUB OR
PERENNIAL PLANTING BED.  VINYL EDGING IS NOT REQUIRED, UNLESS NOTED OTHERWISE.

ALL PLANT MATERIAL SHALL BE WARRANTEED FOR TWO (2) GROWING SEASONS, PER MNDOT 2571.K.
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FOR CONSTRUCTION STAKING AND SURVEYING SERVICES CONTACT LANDFORM AT 612.252.9070.1.
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PLANT SCHEDULE

MINIMUM REQUIRED LANDSCAPE AREA PER LOT: 25%

ONE OVERSTORY TREE PER 3,000 S.F. OF OPEN AREA
ONE CONIFEROUS TREE PER 3,000 S.F. OF OPEN AREA
ONE DECIDUOUS OR CONIFEROUS SHRUB PER 100 S.F. OF OPEN AREA
OVERSTORY TREES PROVIDED
CONIFEROUS TREES PROVIDED
SHRUBS PROVIDED

LANDSCAPE REQUIREMENTS

3 = 6452 S.F. / 3,000

65 = 6452 S.F. /100' 
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Modified Landscape Plan to avoid the County's roadway easement
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  Luther - Middle of the Boulevard · Brooklyn Park, MN
 04.10.2020
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PLANTING BEDS

PLANTING BED - 95' x 4' (380 SF)

PLANTING BED - 60' x 4' (240 SF)
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C
ENTRY BED - 20' x 4' (80 SF)C

EXISTING TREE -     17

PROPOSED TREES - 7

4' ALUMINUM ORNAMENTAL FENCE

TOTAL TREES -       24

FRONTAGE ON BROOKLYN BLVD AND REGENT AVE.
IS APPROX. 2,000 L.F.

STREET TREES

2,000 L.F. / 24 TREES = 1 TREE PER 83 L.F.

*BEDS ARE APPROXIMATE AND WILL VARY    
DEPENDING ON FIELD CONDITIONS.
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1

1
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             'Instructing autotransport carrier to use

             access on Regent Ave'
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  Luther - Middle of the Boulevard · Brooklyn Park, MN
 04.10.2020

LANDSCAPE EXHIBIT

LANDSCAPE SUMMARY

C - ENTRY BED

C - ENTRY BED CONCEPT

A and B - PLANTING BED CONCEPT

A - PLANTING BED

Ninebark

Hetz Midget Arborvitae

Yarrow
Black-Eyed Susan
Purple Coneflower
Catmint
Salvia

Karl Foerster Feather Reed Grass
Little Bluestem

Shrub

Total plants               108

B - PLANTING BED

Quantities

Evergreen

Perennials (mix of)

  3

  2
92

  6
  5

Ornamental Grasses

Ninebark

Hetz Midget Arborvitae

Yarrow
Black-Eyed Susan
Purple Coneflower
Catmint
Salvia

Karl Foerster Feather Reed Grass
Little Bluestem

Shrub

Total plants                 76

Quantities

Evergreen

Perennials (mix of)

  3

  2
60

  6
  5

Ornamental Grasses

Yellow Ribbon Arborvitae

Yarrow
Black-Eyed Susan
Purple Coneflower
Catmint
Salvia

Karl Foerster Feather Reed Grass
Little Bluestem

Total plants                 22

QuantitiesEvergreen

Perennials (mix of)
  1
18

2
1

Ornamental Grasses

STREET TREES

Thornless Honeylocust
Hackberry

Total plants                   7

QuantitiesDeciduous
4
3
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  Luther - Middle of the Boulevard · Brooklyn Park, MN
 04.10.2020
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  Luther - Middle of the Boulevard · Brooklyn Park, MN
 04.14.2020
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Registration No. Date:

I hereby certify that this survey, plan or report was
prepared by me or under my direct supervision
and that I am a duly Licensed LANDSCAPE
ARCHITECT under the laws of the State of
Minnesota.

This certification is not valid unless wet signed in blue
ink.  If applicable, contact us for a wet signed copy of
this survey which is available upon request at
Sambatek, Minnetonka, MN office.

04-17-202040252
William Delaney

1  04/22/2020  AJR      CITY COMMENTS
2  04/28/2020  AJR      CITY COMMENTS
3  05/01/2020  AJR      CITY COMMENTS

LANDSCAPING CODE SUMMARY

BUILDING/ OPEN SPACE REQ'D STREET FRONTAGE CANOPY COVER FOUNDATION PLANTINGS SCREENING
LOT (3 OF THE FOLLOWING) 1 TREE EVERY 70' PARKING LOT GREEN SPACE AS REQUIRED

/3000 = EVERGREEN
/3000 = SHADE OF ROAD FRONTAGE /360 = SHADE REQ'D/PROVIDED 50% BUILDING PERIMETER 
/1500 = ORNAMENTAL
/100 = SHRUB

REQ'D/PROVIDED

72,804 SF Louisiana Ave 4986 SF/360 PROVIDED AS SHOWN
/3000 = 24/ 32 352'/70 = 5 TREES = 14 TREES
/3000 = 24/ 35 AS SHOWN ON PLAN 14 TREES PROVIDED
/1500 = 48/ 0
/100 = 728/734

TREES CODE BOTANICAL / COMMON NAME CONT CAL SIZE QTY

AB Acer freemanii `Autumn Blaze` / Autumn Blaze Maple B & B 2.5"Cal 5

CM Acer x freemanii `Armstrong` / Armstrong Freeman Maple B & B 2.5"Cal 2

HB Celtis occidentalis / Common Hackberry B & B 2.5"Cal 6

GB Ginkgo biloba `Autumn Gold` TM / Maidenhair Tree B & B 2.5"Cal 2

HL Gleditsia triacanthos `Skyline` / Skyline Honey Locust B & B 2.5"Cal 8

SO Quercus bicolor / Swamp White Oak B & B 2.5"Cal 6

BL Tilia americana `Boulevard` / Boulevard Linden B & B 2.5"Cal 6

CONIFERS CODE BOTANICAL / COMMON NAME CONT CAL SIZE QTY

BF Abies balsamea / Balsam Fir B & B 6` 11

NS Picea abies / Norway Spruce B & B 6` 13

WP Pinus strobus / White Pine B & B 6` 8

SHRUBS CODE BOTANICAL / COMMON NAME CONT QTY

RS Amelanchier alnifolia `Regent` / Saskatoon Serviceberry 5 gal 25

BC Aronia melanocarpa `Autumn Magic` / Autumn Magic Black Chokeberry 5 gal 54

RD Cornus baileyi / Bailey`s Red-twig Dogwood 5 gal 19

CD Cornus sericea `Alleman`s Compact` / Dwarf Red Twig Dogwood 5 gal 125

HC Cotoneaster lucidus / Shiny Cotoneaster 5 gal. 17

BH Diervilla lonicera / Dwarf Bush Honeysuckle 5 gal 84

LH Hydrangea paniculata `Jane` / Little Lime Hydrangea 5 gal 81

GL Rhus aromatica `Gro-Low` / Gro-Low Fragrant Sumac 5 gal 112

AC Ribes alpinum / Alpine Currant 5 gal 54

TS Spiraea betulifolia `Tor` / Birchleaf Spirea 5 gal 128

TY Taxus x media `Tauntonii` / Taunton`s Yew 5 gal 35

GROUND COVERS CODE BOTANICAL / COMMON NAME CONT QTY

25-151 MNDOT Seed Mix 25-151 / High Maintenance Turf Seed 3,696 sf

35-241 MNDOT Seed Mix 35-241 / Native General Roadside Seed 5,946 sf

TUR HIG Turf Sod Highland Sod / Sod Sod 29,586 sf

PLANT SCHEDULE

PROVIDE & INSTALL RODENT PROTECTION
1/2" HARDWIRE CLOTH, MESH CYLINDER, 8" DIA OR
GREATER X 24" HT.. STAKE IN PLACE
INSTALL TREE WITH ROOT FLARE VISIBLE AT TOP OF
THE ROOT BALL. REMOVE SOIL IN LEVEL MANNER FROM
TOP OF ROOT BALL TO EXPOSE 1ST 1/2" OR LARGER MAIN
ORDER ROOT IF NEEDED. SET ROOT BALL WITH MAIN
ORDER ROOT 1" ABOVE ADJACENT GRADE. DO NOT
COVER TOP OF ROOT BALL WITH SOIL.
INSTALL 3" LAYER OF SHREDDED HARDWOOD MULCH.
PLACE NO MULCH IN CONTACT WITH TREE TRUNK
REMOVE BURLAP, TWINE, ROPE AND WIRE FROM
TOP HALF OF ROOT BALL
BUILD 4" HIGH EARTH SAUCER BEYOND EDGE OF
ROOT BALL

EDGE CONDITION VARIES
PLACE ROOT BALL ON UNDISTURBED OR
COMPACTED SOIL

SCARIFY SIDES OF TREE PIT WITH SPADE BY HAND
TO BIND WITH PREPARED SOIL
PLANTING SOIL, REFER TO SPECIFICATIONS, COMPACT TO 85%
OF MAX. DRY UNIT WEIGHT ACCORDING TO ASTM D 698

TAMP SOIL AROUND ROOT BALL BASE FIRMLY WITH FOOT
PRESSURE SO THAT ROOT BALL DOES NOT SHIFT

DIG PLANTING PIT 4" TO 6"
DEEPER THAN ROOT BALL

UNDISTURBED
SUBGRADE

NOTE:
CONTRACTOR SHALL MAINTAIN TREES IN A PLUMB
POSITION THROUGHOUT THE WARRANTY PERIOD. IF
STAKING IS REQUIRED BY SITE CONDITIONS,
CONTRACTOR TO USE 2 OR 3 STAKE METHOD WITH 1"
WEBBING AROUND TRUNK OF TREE (NO WIRE OR
CABLING TO BE USED)
WRAP TREE TRUNKS PER NOTES.

30" RADIUS MULCH RING

A1.5 X A
MIN.

1
1

 

TREE PLANTING DETAIL
1/4" = 1'-0"

 

L1.01 P-01

1

INSTALL 3" LAYER OF MULCH, DO NOT PLACE IN
CONTACT W/ SHRUB STEM
APPLY PRE-EMERGENT HERBICIDE
EDGE CONDITION VARIES
EDGER, REFER TO PLAN AND SPECIFICATION
LOOSEN ROOTS OF CONTAINER GROWN PLANTS

EXCAVATE PLANT BED MIN. 4" DEEPER THAN
ROOT BALL HT.
SCARIFY SIDES AND BOTTOM OF PLANTING BED
WITH SPADE

UNDISTURBED SUBGRADE

PREPARE SOIL FOR
THE ENTIRE BED

SEE PLAN12"
MIN

SHRUB PLANTING DETAIL
3/8" = 1'-0"

 

18
"

M
IN

PLANTING SOIL. REFER TO SPECIFICATIONS

L1.01 P-02

2

INSTALL 3" LAYER OF MULCH. DO NOT
PLACE IN CONTACT WITH PLANT

EDGE CONDITION VARIES

EDGER, REFER TO PLAN AND SPECIFICATION

LOOSEN ROOTS OF CONTAINER GROWN PLANTS
PLANTING SOIL, REFER TO SPECIFICATIONS
SCARIFY SIDES AND BOTTOM OF PLANTING BED WITH SPADE
UNDISTURBED SUBGRADE

PREPARE SOIL FOR
THE ENTIRE BED

18
"

M
IN

.

6"
REFER

TO PLAN

NOTE:
REFER TO EXTERIOR PLANTING SPECIFICATION

PERENNIAL PLANTING DETAIL
1/2" = 1'-0"
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 MULCH

3
16" THICK STEEL EDGER (BLACK) W/ STAKE

FINISHED GRADE AND EDGE
CONDITION VARIES - SEE PLAN

STEEL EDGER
1 1/2" = 1'-0"
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2 NORTH BUILDING ELEVATION

1" = 20'-0"AP3.1

3 WEST BUILDING ELEVATION
1" = 20'-0"AP3.1

4 EAST BUILDING ELEVATION

AFS-1 ALUMINUM WINDOW FRAMES TBD ANODIZED CLEAR ANODIZED SEE ELEVATIONS

AFS FLASH-1 WINDOW SILL FLASHING TBD MATCH AFS-1 MATCH AFS-1 WINDOW SILLS

FLASH-1 CAP FLASHING SEE SPEC PAINTED MATCH PCAST-1 PARAPET CAP FLASHING

PCAST-4 PRECAST CONCRETE WALL PANELS TBD SMOOTH
SW 7020
"BLACK FOX" SEE ELEVATIONS

PCAST-3 PRECAST CONCRETE WALL PANELS TBD SMOOTH
SW 7076
"CYBERSPACE" SEE ELEVATIONS

PCAST-2 PRECAST CONCRETE WALL PANELS TBD SMOOTH
SW 6203
"SPARE WHITE" SEE ELEVATIONS
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4 SIGHT LINE STUDY FLOOR PLAN

3/64" = 1'-0"AP0.4

2 EAST/ WEST SIGHT LINE STUDY SECTION

3/64" = 1'-0"AP0.4

1 NORTH/ SOUTH SIGHT LINE STUDY SECTION

ROOF SCREENING NOTES

A) SCREENING OF ROOF MOUNTED EQUIPMENT BY BLDG 
PARAPET CALCULATE FROM 6'-0" ABOVE GRADE AT 
INDICATED VIEW POINT LOCATIONS (SEE SECTION 
DIAGRAMS AND VIEW POINT KEY)

B) ROOFTOP EQUIPMENT TO BE PLACED BY DESIGN/ BUILD 
MECHANICAL CONTRACTOR AT TIME OF TENANT FIT-UP

C) ALL FUTURE ROOF TOP EQUIPMENT LOCATIONS SHALL BE 
APPROVED BY THE ARCHITECT AND BUILDING OWNER PRIOR 
TO INSTALLATION

3/64" = 1'-0"AP0.4

2 EAST/ WEST SIGHT LINE STUDY SECTIONVIEW POINT KEY PLAN
NTS

3

EAST/ WEST SIGHT LINE STUDY SECTION

NORTH/ SOUTH SIGHT LINE STUDY SECTION
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GENERAL NOTES:

A. PULSE PRODUCTS DOES NOT ASSUME RESPONSIBILITY
FOR THE INTERPRETATION OF THIS CALCULATION OR
COMPLAINCE TO THE LOCAL, STATE, OR FEDERAL
LIGHTNG CODES OR ORDINANCES.

B. LIGHTING LAYOUT IS NOT INTENDED FOR CONSTRUCTION
DOCUMENTS BUT ONLY TO ILLUSTRATE THE PERFORMANCE
OF THE PRODUCT.

C. ALL READINGS/CALCULATIONS SHOWN ARE SHOWN ON
OBJECTS/SURFACES. IN
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Luminaire Schedule
Symbol Qty Label Arrangement LLF Description

Calculation Summary

Arr. Watts Lum. Lumens

Label CalcType Units Avg Max Min Avg/Min Max/Min
SITE GROUND Illuminance Fc 1.51

14 AA SINGLE 0.900 MCGRAW GWC-AF-02-LED-E1-T4FT WALL MOUNT AT APPROX 24FT

5.6 0.0 N.A. N.A.
NORTH PARKING Illuminance Fc 3.26 5.1

113

1.7 1.92 3.00
SOUTH TRUCK DOCK Illuminance Fc 2.33 5.5 0.8 2.91

12784

6.88

1 AA1 SINGLE 0.900 MCGRAW GWC-AF-02-LED-E1-T2WALL MOUNT AT APPROX 24FT 113 12470
8 BB SINGLE 0.900 MCGRAW GLEON-AF-03-LED-E1-SL2-HSS MOUNT ON 22FT POLE WITH 3FT BASE 166 15397
3 CC SINGLE 0.900 MCGRAW GLEON-AF-04-LED-E1-SL4-HSS MOUNT ON 22FT POLE WITH 3FT BASE 225 19935
1 DD SINGLE 0.900 MCGRAW GLEON-AF-06-LED-E1-T4W MOUNT ON 22FT POLE WITH 3FT BASE 333 36163

WEST PARKING Illuminance Fc 2.63 3.9 1.3 2.02 3.00

Plan View
Scale: 1 inch= 50 Ft.
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OWNER: CSM PROPERTIES INC

STATE HIGHWAY NO. 610 (MNDOT R/W PLAT NO. 27-73)
OWNER: STATE OF MINNESOTA
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AA AA AA AA AA AA AA

BB BB
BB
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BBCCCC

AA1
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0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.1 0.1 0.2 0.3 0.3 0.2 0.3 0.3 0.3 0.3 0.2 0.1 0.3 0.2 0.1 0.1 0.1 0.1 0.3 0.2 0.1 0.1 0.2 0.1 0.3 0.3 0.1 0.2 0.5 0.4 0.2 0.4 0.1 0.5 0.3 0.1

0.0 0.1 0.2 0.7 1.1 1.3 1.4 1.4 1.3 1.1 0.8 1.9 4.0 4.2 3.5 3.0 1.1 1.9 3.9 4.2 3.5 2.9 1.0 1.6 3.7 3.9 3.5 3.3 1.6 1.5 2.3 2.4 3.1 2.3 2.0 1.0 0.3

0.0 0.1 0.3 1.1 2.3 3.2 3.9 3.9 2.9 2.0 1.3 2.0 2.8 3.2 2.8 2.4 1.6 2.0 2.7 3.2 2.8 2.4 1.5 1.7 2.6 2.9 2.8 2.6 1.8 1.4 1.6 1.9 2.4 1.6 1.3 0.8 0.3

0.1 0.3 1.6 3.3 3.9 5.2 4.9 4.1 3.1 1.8 1.9 2.3 2.2 2.1 2.2 1.9 2.0 2.1 2.2 2.3 2.1 1.7 2.0 2.2 2.0 2.1 2.3 1.6 1.0 0.8 0.6 0.4 0.2 0.1 0.1 0.1

0.0 0.3 2.0 4.4 5.1 5.6 4.7 5.5 3.2 1.7 1.6 1.9 1.8 1.8 1.8 1.8 1.7 1.8 1.8 1.9 1.7 1.7 1.8 1.8 1.7 1.7 1.8 1.6 1.3 0.9 0.7 0.3 0.1 0.1 0.1 0.0

0.0 0.1 2.3 2.6 1.5 3.0 3.0 1.9 1.8 2.4 2.4 1.8 2.1 2.8 2.3 1.8 2.5 2.7 2.0 1.9 2.6 2.6 1.8 1.9 2.6 2.5 1.8 2.1 2.7 1.9 0.8 0.3 0.1 0.0 0.0 0.0
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TYPE AA & AA1 TYPE BB, CC & DD
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Fuel Station/Convenience Store & TBD Tenant Space
1500 Brookdale Drive, No.   Minneapolis, MN

4
/2

3
/2

0
  

  
 I

ss
u
e

d
 P

la
n

n
in

g
 &

 Z
o

n
in

g
 A

p
p

ro
v
a

l



BROOKDALE DRIVE

H
U

M
B

O
LD

T 
   

A
V

E
N

U
E

   
 N

O
R

TH

159.85

18
5.
03

B
R

O
O

K
D

A
LE

 S
TA

TI
O

N

LA
N

D
S

C
A

P
E

 P
LA

N

733 Marquette Ave, Ste 700
Minneapolis, MN 55402
612.758.3080 
612.758.3099
www.alliant-inc.com
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FAX

Know what's below.
Call before you dig.

Dial 811

PLANTING NOTES:                                            

LANDSCAPE REQUIREMENTS:                    

LANDSCAPE SCHEDULE:                                                                                    

LANDSCAPE LEGEND:          
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1. INSTALL 4" MIN. TOP SOIL TO ALL SOD, SEED AND SHRUB AREAS. FINE GRADE ALL INSTALL 4" MIN. TOP SOIL TO ALL SOD, SEED AND SHRUB AREAS. FINE GRADE ALL SOD AND SEED AREAS. INSTALL 12" TOP SOIL TO PERENNIAL AREAS. 2. STAKE OR MARK ALL PLANT MATERIAL LOCATIONS PRIOR TO INSTALLATION. HAVE STAKE OR MARK ALL PLANT MATERIAL LOCATIONS PRIOR TO INSTALLATION. HAVE OWNERS REPRESENTATIVE APPROVE ALL STAKING PRIOR TO INSTALLATION. 3. ALL SHRUB AREAS UNLESS SPECIFIED AS OTHER, TO BE BED MULCHED WITH 4" ALL SHRUB AREAS UNLESS SPECIFIED AS OTHER, TO BE BED MULCHED WITH 4" DEPTH OF DARK BROWN SHREDDED HARDWOOD MULCH OVER FILTER FABRIC, UNLESS SPECIFIED AS OTHER. POLY-EDGER TO BE VALLEY VIEW BLACK DIAMOND OR APPROVED EQUAL. 4. INSTALL 4-6" DEPTH DARK BROWN SHREDDED HARDWOOD MULCH AROUND ROOT INSTALL 4-6" DEPTH DARK BROWN SHREDDED HARDWOOD MULCH AROUND ROOT SAUCER OF ALL TREES ISOLATED FROM PLANT BEDS.  DO NOT PILE MULCH AGAINST THE BASE OF A PLANT OR TREE TRUNK; PULL THE MULCH AWAY FROM THE BASE ONE TO TWO INCHES. 5. PLANT SOIL SHALL CONSIST OF 33% SELECT LOAMY TOPSOIL, 33% PEAT MOSS, 33% PLANT SOIL SHALL CONSIST OF 33% SELECT LOAMY TOPSOIL, 33% PEAT MOSS, 33% PIT RUN SAND. 6. COMPLETELY GUARANTEE ALL WORK FOR A PERIOD OF ONE YEAR BEGINNING AT THE COMPLETELY GUARANTEE ALL WORK FOR A PERIOD OF ONE YEAR BEGINNING AT THE DATE OF ACCEPTANCE. MAKE ALL REPLACEMENTS PROMPTLY (AS PER DIRECTION OF OWNER). 7. ALL MATERIAL SHALL COMPLY WITH THE LATEST EDITION OF THE AMERICAN STANDARD ALL MATERIAL SHALL COMPLY WITH THE LATEST EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK, AMERICAN ASSOCIATION OF NURSERYMEN. 8. ALL TREE TRUNKS SHALL BE WRAPPED WITH BROWN CREPE TREE WRAP. APPLY WRAP ALL TREE TRUNKS SHALL BE WRAPPED WITH BROWN CREPE TREE WRAP. APPLY WRAP IN NOVEMBER AND REMOVE IN APRIL. 9. CALL GOPHER STATE ONE CALL AT 651-454-0002 OR, 811 FOR LOCATING ALL CALL GOPHER STATE ONE CALL AT 651-454-0002 OR, 811 FOR LOCATING ALL UNDERGROUND UTILITIES AND AVOID DAMAGE TO UTILITIES DURING THE COURSE OF THE WORK.  10. MAINTAIN ALL PLANT MATERIALS, INCLUDING WATERING, UNTIL THE TIME OF MAINTAIN ALL PLANT MATERIALS, INCLUDING WATERING, UNTIL THE TIME OF ACCEPTANCE. 11. COORDINATE INSTALLATION WITH GENERAL CONTRACTOR. COORDINATE INSTALLATION WITH GENERAL CONTRACTOR. 12. STAKING AND GUYING OF TREES OPTIONAL: MAINTAIN PLUMBNESS OF TREES FOR STAKING AND GUYING OF TREES OPTIONAL: MAINTAIN PLUMBNESS OF TREES FOR DURATION OF WARRANTY PERIOD. 13. SWEEP AND WASH ALL PAVED SURFACES AND REMOVE ALL DEBRIS RESULTING FROM SWEEP AND WASH ALL PAVED SURFACES AND REMOVE ALL DEBRIS RESULTING FROM LANDSCAPE OPERATIONS. 14. LANDSCAPE CONTRACTOR SHALL INSTALL KENTUCKY BLUE GRASS SOD IN DENOTED LANDSCAPE CONTRACTOR SHALL INSTALL KENTUCKY BLUE GRASS SOD IN DENOTED AREAS INCLUDING ALL R.O.W. PER LOCAL INDUSTRY STANDARDS.  SOD SHALL BE LAID PARALLEL TO THE CONTOURS AND HAVE STAGGERED JOINTS. 15. SUPPLY DESIGN AND INSTALLATION FOR NEW WATER EFFICIENT IRRIGATION SYSTEM BY SUPPLY DESIGN AND INSTALLATION FOR NEW WATER EFFICIENT IRRIGATION SYSTEM BY OTHERS.  DESIGN SYSTEM INCLUDING CONTROLS, ELECTRICAL AND WATER SERVICE CONNECTIONS WITH 100% COVERAGE OF NEW SOD AND PLANTING AREAS.  SOD, SEED AND SHRUB AREAS TO BE ON SEPARATE ZONES. DESIGN TO INCLUDE DRIP IRRIGATION IN SHRUB AREAS ADJACENT TO BUILDING.  EXCESS WATER SHALL NOT COME IN CONTACT WITH BUILDING AND SIDEWALKS.  THE IRRIGATION SYSTEM SHALL HAVE A RAIN/FREEZE SENSOR SHUTOFF.  USE RAINBIRD OR APPROVED EQUAL COORDINATE WITH G.C., OWNER AND WORK OF OTHER DISCIPLINES. 











SITE LINE STUDY

Roof Top
HVAC Unit

5
'-
6

"

85'

1
'-
6
"

1
8
'

3
'

P
R

O
P

E
R

T
Y

 L
IN

E

3/16"=1'-0"

SITE LINE STUDY (Roof Top Equipment)

1
5

0
0
 B

ro
o

k
d

a
le

 D
ri
ve

 N
o

. 
  
  

 
B

ro
o

kl
yn

 P
a

rk
, 

M
N

SHEET:

SCALE:

W
. E

. M
cC

ru
m

, A
rc

hi
te

ct
19

98
 A

rk
w

ri
gh

t 
S

tr
ee

t
M

ap
le

w
oo

d,
 M

in
ne

so
ta

  5
51

17
(6

51
) 

32
9-

69
66

bm
c5

51
05

@
gm

ai
l.c

om

R
E

V
  
N

o
.

  
 D

A
T

E
  
D

E
S

C
R

IP
T

IO
N

M
a

in
 S

tr
e

e
t 

B
ro

o
kd

a
le

DATE:

A-7

I 
h
e
re

b
y
 c

e
rt

if
y
 t

h
a
t 

th
is

 p
la

n
, 

sp
e
ci

fi
ca

ti
o
n
 o

r
re

p
o
rt

 w
a
s 

p
re

p
a
re

d
 b

y
 m

e
 o

r 
u
n
d
e
r 

m
y
 d

ir
e
ct

su
p
e
rv

is
io

n
 a

n
d
 t

h
a
t 

I 
a
m

 a
 d

u
ly

 L
ic

e
n
se

d
 

A
rc

h
it
e
ct

 u
n
d
e
r 

th
e
 l
a
w

s 
o
f 

th
e
 S

ta
te

 o
f 

M
in

n
e
so

ta
.

_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_

D
a
te

:
  

  
  

  
  

  
  

  
  

  
  

  
 L

ic
e
n
se

 N
o
. 

1
6
9
2
6

AS SHOWN

4/30/2020

1
2
/7

/1
8
  

  
  

Is
s
u
e
d
 f

o
r 

B
id

d
in

g
 &

 P
e
rm

it
ti
n
g



 

PAGE 1 OF 1

D
a

te
:4

/3
0

/2
0

2
0

#
D

a
te

C
o
m

m
e
n
ts

D
ra

w
n

 B
y
: 
S

A
N

D
Y

S
c
a

le
: 
A

S
 N

O
T

E
D

Revisions

GENERAL NOTES:

A. PULSE PRODUCTS DOES NOT ASSUME RESPONSIBILITY
FOR THE INTERPRETATION OF THIS CALCULATION OR
COMPLAINCE TO THE LOCAL, STATE, OR FEDERAL
LIGHTNG CODES OR ORDINANCES.

B. LIGHTING LAYOUT IS NOT INTENDED FOR CONSTRUCTION
DOCUMENTS BUT ONLY TO ILLUSTRATE THE PERFORMANCE
OF THE PRODUCT.

C. ALL READINGS/CALCULATIONS SHOWN ARE SHOWN ON
OBJECTS/SURFACES. 1
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Luminaire Schedule
Symbol Qty Label Arrangement LLF

Calculation Summary
Label

Description Arr. Watts Lum. Lumens

CalcType Units Avg

1 AA SINGLE 0.900 LUMARK PRV-C15-D-UNV-T3-BZ-HSS MOUNT ON 13FT POLE WITH 2FT BASE 52 6460

Max Min Avg/Min Max/Min

3 BB

SITE GROUND

SINGLE 0.900 LUMARK PRV-C15-D-UNV-T4-BZ-HSS MOUNT ON 13FT POLE WITH 2FT BASE 52 6437

Illuminance Fc 2.41 28.7 0.0

2

N.A. N.A.

BB2 TWIN 0.900 LUMARK PRV-C15-D-UNV-T4-BZ-HSS MOUNT ON 13FT POLE WITH 2FT BASE WITH ROTATED OPTICS 104 6437
2 CC SINGLE 0.900 LUMARK PRV-C15-D-UNV-T4-BZ WALL MOUNT AT 17FT 52 7088
1 CC1 SINGLE 0.900 LUMARK PRV-C15-D-UNV-T4-BZ WALL MOUNT AT 13FT 52 7088
3 DD SINGLE 0.900 LUMARK  PRV-C15-D-UNV-T2-BZ WALL MOUNT AT 13FT 52 7123
10 FF SINGLE 0.900 HALO HC640D010-HM634840-61WDH MOUNT IN CANOPY AT APPROX 14FT 40 3891

CANOPY Illuminance Fc 20.95 28.7 10.1 2.07 2.84
EAST PARKING Illuminance Fc 4.01 5.8 1.1 3.65 5.27
MAIN ENTRY PARKING Illuminance Fc 3.21 4.9 1.9 1.69 2.58
SOUTH PARKING Illuminance Fc 2.68 3.1 2.5 1.07 1.24

Plan View
Scale: 1 inch= 20 Ft.

AA

BB

BB

BB

BB2

BB2

CC

CC

DD

DD

DD

FF FF

FFFF

FF FF

FFFF

FFFF

CC1

0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0

0.0 0.1 0.1 0.3 0.6 0.8 0.9 0.7 0.8 0.9 0.9 1.1 1.1 0.9 1.0 0.8 0.5 0.2 0.1 0.0

0.1 0.1 0.3 1.0 1.7 3.0 3.0 3.0 3.8 3.4 5.3 5.6 6.2 3.1 2.6 2.6 1.1 0.5 0.2 0.1

0.1 0.2 0.5 1.7 2.3 2.7 3.1 3.1 3.0 7.6 19.9 19.2 16.1 4.1 2.7 1.9 1.1 0.6 0.3 0.1

0.1 0.2 0.6 3.1 3.2 2.8 2.8 2.7 2.7 9.4 28.7 26.3 22.6 4.2 2.2 1.6 1.1 0.5 0.3 0.2

0.1 0.3 0.6 3.4 3.2 3.1 2.6 2.2 2.4 9.3 28.4 25.8 22.3 3.7 1.8 1.4 1.1 0.5 0.3 0.2

0.1 0.3 0.6 3.4 3.3 3.1 2.5 2.2 2.4 9.0 26.2 23.9 20.6 3.3 1.7 1.6 1.4 0.7 0.2 0.1

0.1 0.3 0.7 4.4 3.8 2.6 2.5 2.5 2.6 5.2 12.8 11.4 10.1 2.6 2.2 2.4 2.6 1.2 0.2 0.1

0.1 0.2 0.7 3.8 4.5 2.5 3.1 2.3 2.1 2.8 3.2 2.6 2.3 2.3 2.9 3.5 5.2 1.8 0.1 0.1

0.1 0.2 0.7 3.7 6.6 1.9 2.5 2.6 2.5 2.3 2.7 2.1 1.9 2.4 3.5 4.7 5.7 2.2 0.1 0.1

0.1 0.2 0.5 3.0 7.2 2.6 1.9 1.9 2.6 3.8 5.2 5.0 2.4 0.1 0.1

0.1 0.2 0.5 2.9 7.2 2.3 2.5 2.3 2.7 3.5 4.4 5.6 2.2 0.1 0.1

0.1 0.1 0.4 2.8 2.9 2.7 2.8 3.1 3.5 4.5 1.7 0.1 0.1

0.1 0.0 0.0 2.5 3.8 3.2 2.8 2.7 2.9 3.0 3.0 1.3 0.1 0.1

0.0 0.1 0.2 4.0 4.9 3.4 2.8 2.7 3.0 3.3 3.6 1.4 0.1 0.1

0.0 0.1 0.2 1.0 6.1 3.0 4.5 4.1 3.6 2.7 2.7 3.4 4.1 5.8 1.8 0.1 0.1

0.0 0.1 0.3 1.0 6.4 4.4 3.8 3.5 2.6 2.7 3.9 5.1 5.6 2.1 0.2 0.1

0.0 0.1 0.2 1.0 6.2 3.3 4.0 3.1 2.8 3.0 4.2 5.5 5.3 2.2 0.2 0.1

0.1 0.2 0.4 1.3 3.2 1.9 2.5 3.4 3.8 3.9 3.8 4.3 4.9 5.8 2.2 0.3 0.1

0.1 0.2 1.7 3.6 6.4 7.2 7.6 6.8 4.5 4.8 4.2 4.1 5.0 4.1 3.7 3.9 1.6 0.2 0.1

0.1 0.2 0.5 1.2 2.2 2.8 2.5 2.7 2.8 2.8 2.9 2.7 2.5 2.9 2.5 2.1 1.8 0.8 0.1 0.1

0.1 0.1 0.3 0.5 0.6 0.6 0.4 0.5 0.5 0.4 0.5 0.6 0.6 0.7 0.8 0.8 0.7 0.3 0.1 0.0

0.0 0.1 0.1 0.2 0.2 0.2 0.1 0.2 0.2 0.2 0.2 0.3 0.3 0.4 0.4 0.4 0.3 0.1 0.0 0.0

0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.2 0.1

1 fc

0.5 fc

0.25 fc

TYPE FFTYPE AA, BB, BB2, CC & DD
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PID:2811921340005
Address:5800 69th Ave N
Owner:Quality Machine of Iowa Inc
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PID:2811921340008
Address:5840 69th Ave N
Owner:Brooklyn Evang Luth Church
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CONSTRUCTION LIMITS

CONSTRUCTION LIMITS

POND 1
SEE GRADING PLAN FOR
ELEVATIONS & UTILTY
PLAN FOR STORM
CONNECTION, TYP.

(4) GROUND MOUNTED LED PARKING LOT LIGHT POLE,
LIGHT FIXTURE(S) & POLE, INCLUDE WIRING, FOOTING AND
ALL APPURTENANCES.  INCLUDE POWER AND CONTROLS
FOR AUTOMATIC AND SWITCHED OPERATION, DIM-ABILITY
AND BOTH ELECTRIC EYE AND TIMER CONTROLS.
COORDINATE LOCATION OF ALL EQUIP. W/ OWNER.
PROVIDE FIXTURE AND POLE MAKES, MODELS, AND
COLOR/TYPE OPTIONS.  SHOP DRAWINGS REQUIRED

(3) EXTERIOR BUILDING LIGHT SCONCES,
INCLUDE LIGHT FIXTURE(S), WIRING, AND
ALL APPURTENANCES.  INCLUDE POWER

AND CONTROLS FOR AUTOMATIC AND
SWITCHED OPERATION, DIM-ABILITY AND

BOTH ELECTRIC EYE AND TIMER CONTROLS.
COORDINATE LOCATION OF ALL EQUIP. W/

OWNER.  PROVIDE FIXTURE AND POLE
MAKES, MODELS, AND COLOR/TYPE

OPTIONS.  SHOP DRAWINGS REQUIRED

(5) EXTERIOR SOFFIT LIGHTS, INCLUDE LIGHT FIXTURE(S),
WIRING, AND ALL APPURTENANCES.  INCLUDE POWER AND
CONTROLS FOR AUTOMATIC AND SWITCHED OPERATION,
DIM-ABILITY AND BOTH ELECTRIC EYE AND TIMER
CONTROLS.  COORDINATE LOCATION OF ALL EQUIP. W/
OWNER.  PROVIDE FIXTURE AND POLE MAKES, MODELS,
AND COLOR/TYPE OPTIONS.  SHOP DRAWINGS REQUIRED

Civil Engineering  Surveying  Landscape Architecture

4931 W. 35th Street, Suite 200
St. Louis Park, MN  55416

civilsitegroup.com                            612-615-0060

COPYRIGHT         CIVIL SITE GROUP INC.c
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LIGHTING PLAN LEGEND:
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Know what's below.

before you dig.Call

R

GROUND MOUNTED LED PARKING LOT LIGHT POLE, LIGHT
FIXTURE(S) & POLE, INCLUDE WIRING, FOOTING AND ALL
APPURTENANCES.  INCLUDE POWER AND CONTROLS FOR
AUTOMATIC AND SWITCHED OPERATION, DIM-ABILITY AND
BOTH ELECTRIC EYE AND TIMER CONTROLS.  COORDINATE
LOCATION OF ALL EQUIP. W/ OWNER.  PROVIDE FIXTURE AND
POLE MAKES, MODELS, AND COLOR/TYPE OPTIONS.  SHOP
DRAWINGS REQUIRED

EXTERIOR SOFFIT LIGHTS, INCLUDE LIGHT FIXTURE(S),
WIRING, AND ALL APPURTENANCES.  INCLUDE POWER AND
CONTROLS FOR AUTOMATIC AND SWITCHED OPERATION,
DIM-ABILITY AND BOTH ELECTRIC EYE AND TIMER
CONTROLS.  COORDINATE LOCATION OF ALL EQUIP. W/
OWNER.  PROVIDE FIXTURE AND POLE MAKES, MODELS,
AND COLOR/TYPE OPTIONS.  SHOP DRAWINGS REQUIRED

EXTERIOR BUILDING LIGHT SCONCES, INCLUDE LIGHT
FIXTURE(S), WIRING, AND ALL APPURTENANCES.  INCLUDE
POWER AND CONTROLS FOR AUTOMATIC AND SWITCHED
OPERATION, DIM-ABILITY AND BOTH ELECTRIC EYE AND
TIMER CONTROLS.  COORDINATE LOCATION OF ALL EQUIP.
W/ OWNER.  PROVIDE FIXTURE AND POLE MAKES, MODELS,
AND COLOR/TYPE OPTIONS.  SHOP DRAWINGS REQUIRED

LIGHTING NOTES:
1. ALL LIGHTS MUST BE DOWNCAST AND SHIELDED TO PREVENT GLARE.

2. FREESTANDING LIGHTING IS LIMITED TO 15 FEET IN HEIGHT, INCLUDING THE BASE.

3. LIGHT LEVELS MUST BE AT LEAST 1.0 FC ACROSS THE PARKING LOT.  LIGHT LEVELS MUST NOT BE ANY
BRIGHTER THAN 0.5 FC AT THE PROPERTY LINE.  A BACKSTOP MAY BE NECESSARY FOR THE LIGHTS
ALONG THE SOUTH SIDE OF THE PARKING LOT.
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CONSTRUCTION LIMITS

CONSTRUCTION LIMITS

POND 1
SEE GRADING PLAN FOR
ELEVATIONS & UTILTY
PLAN FOR STORM
CONNECTION, TYP.

5 - BHS

9 - CBS

5 - BHS

1 - SHL

1 - SHL
1 - SHL

1 - SHL

1 - NRM

5 - LDN
1 - MJ

1 - SSC

1 - SSC

3 - PDB

LAWN

7 - BHS

1 - MJ

5 - LDN

21 - KFG

39 - EBF

20 - WLC

18 - BES

20 - BES

1 - NRM

1 - NRM

32 - KFG 55 - WLC

1 - SSB

1 - SSB

1 - SSB

1 - SSB

1 - HEO

1 - HEO
11 - NWS

1 - NY

6 - LLH

7 - NWS

7 - LLH
1 - NY

9 - NWS
1 - NY

5 - NWS

2 - LQH

9 - RA 5 - BES

22 - WLC

16 - WLC

12 - RA 9 - BES
15 - SSD

17 - YWA

10 - PC

8 - RS

SEED TYPE 1

SEED TYPE 2

18" DECORATIVE ROCK
MAINTENANCE STRIP, TYP.

EDGING, TYP.
LAWN

EDGING, TYP.

13 - BHS

ADJACENT PROPERTY OWNER APPROVAL
REQUIRED PRIOR TO PLANTING OF 13 BLACK
HILLS SPRUCE TREES ALONG SOUTH
PROPERTY LINE TO SCREEN PARKING LOT

REVISION SUMMARY
DATE DESCRIPTION

L1.0

LANDSCAPE PLAN

. .

. .

. .

. .

. .

. .

Civil Engineering  Surveying  Landscape Architecture

4931 W. 35th Street, Suite 200
St. Louis Park, MN  55416

civilsitegroup.com                            612-615-0060

COPYRIGHT         CIVIL SITE GROUP INC.c

A
1 

R
EL

IA
B

LE
 H

O
M

E 
SE

R
VI

C
ES

SU
PP

O
R

TI
VE

 H
O

U
SI

N
G

69
40

 Z
AN

E 
AV

E 
N

, B
R

O
O

KL
YN

 P
AR

K,
 M

N
 5

54
45

23
53

 R
IC

E 
ST

R
EE

T,
 S

U
IT

E 
10

7,
 S

T 
PA

U
L,

 M
N

 5
51

13

A
-1

 R
EL

IA
B

LE
 H

O
M

E 
C

A
R

E

PR
O

JE
C

T

24904
Patrick J. Sarver

LICENSE NO.DATE

I HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS

PREPARED BY ME OR UNDER MY DIRECT
SUPERVISION AND THAT I AM A DULY

LICENSED LANDSCAPE ARCHITECT UNDER
THE LAWS OF THE STATE OF MINNESOTA.

04/21/20

PRELIM
IN

ARY:

NOT F
OR

CONSTR
UCTIO

N

ISSUE/SUBMITTAL SUMMARY
DATE DESCRIPTION

. .

. .

. .

. .

. .

. .

PROJECT NUMBER: 20040

04/21/20 CITY RESUBMITTAL

. .

. .

. .

. .

. .

04/01/20 CITY SUBMITTAL

DRAWN BY: REVIEWED BY:KB, BN MP

. .

. .

. .

. .

. .

. .

. .

20184/21/2020 12:34 PM

0
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Know what's below.

before you dig.Call

R

LEGEND

LAWN - SOD

SEED TYPE 1 - MNDOT 34-262 WET PRAIRIE, PER
MNDOT SEEDING MANUAL SPECIFICATIONS (2014)

1" DIA. ROCK MAINTENANCE STRIP OVER FILTER FABRIC,
SAMPLES REQUIRED.  PROVIDE EDGING AS SHOWN ON PLAN

PROPOSED PERENNIAL PLANT SYMBOLS - SEE PLANT
SCHEDULE AND PLAN FOR SPECIES AND PLANTING SIZES

SEED TYPE 2 - MNDOT 35-221 DRY PRAIRIE, PER
MNDOT SEEDING MANUAL SPECIFICATIONS (2014)

SHREDDED CYPRESS MULCH, SAMPLES REQUIRED
PROVIDE EDGING AS SHOWN ON PLAN

PROPOSED DECIDUOUS AND EVERGREEN SHRUB SYMBOLS - SEE
PLANT SCHEDULE AND PLAN FOR SPECIES AND PLANTING SIZES

PROPOSED ORNAMENTAL TREE SYMBOLS - SEE PLANT
SCHEDULE AND PLAN FOR SPECIES AND PLANTING SIZES

PROPOSED EVERGREEN TREE SYMBOLS - SEE PLANT
SCHEDULE AND PLAN FOR SPECIES AND PLANTING SIZES

PROPOSED CANOPY TREE SYMBOLS - SEE PLANT SCHEDULE
AND PLAN FOR SPECIES AND PLANTING SIZES

EDGING

DECORATIVE BOULDERS (ROUNDED & BLOCK STYLE), 18"-30" DIA.

1. THE CONTRACTOR SHALL PROVIDE ONLY PLANT MATERIAL FREE OF
NEONICOTINOID BASED INSECTICIDES AND/OR TREATMENTS OF ANY KIND,
INCLUDING BY NOT LIMITED TO IMIDACLOPRID (CONFIDOR, ADMIRE,
GAUCHO, ADVOCATE), THIAMETHOXAM (ACTARA, PLATINUM, CRUISER),
CLOTHIANIDIN (PONCHO, DANTOSU, DANTOP), ACETAMIPRID (MOSPILAN,
ASSAIL, CHIPCOTRISTAR), THIACLOPRID (CALYPSO), DINOTEFURAN
(STARKLE, SAFARI, VENOM), AND NITENPYRAM (CAPSTAR, GUARDIAN).

2. CONTRACTOR SHALL CERTIFY, THROUGH SUPPLIERS POLICY STATEMENT
OR AFFIDAVIT, THAT NO NEONICOTINOID BASED INSECTICIDES HAVE BEEN
USED ON SITE OR DIRECTLY ADJACENT TO THE GROWING OR STORAGE
PLOTS OF THE SUPPLIED PLANT MATERIAL, INCLUDING THE PLANTING OF
AGRICULTURAL (OR OTHER) SEED TREATED WITH NEONICS..

POLLINATOR SAFE PLANT MATERIAL:

LANDSCAPE NOTES:
1. WHERE SHOWN, SHRUB & PERENNIAL BEDS SHALL BE MULCHED WITH 4" DEPTH (MINIMUM AFTER INSTALLATION AND/OR

TOP DRESSING OPERATIONS) OF SHREDDED CYPRESS MULCH.

2. ALL TREES SHALL BE MULCHED WITH SHREDDED CYPRESS MULCH TO OUTER EDGE OF SAUCER OR TO EDGE OF
PLANTING BED, IF APPLICABLE.  ALL MULCH SHALL BE KEPT WITHIN A MINIMUM OF 2" FROM TREE TRUNK.

3. IF SHOWN ON PLAN, RANDOM SIZED LIMESTONE BOULDERS COLOR AND SIZE TO COMPLIMENT NEW LANDSCAPING.
OWNER TO APPROVE BOULDER SAMPLES PRIOR TO INSTALLATION.

4. PLANT MATERIALS SHALL CONFORM WITH THE AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS AND SHALL BE
OF HARDY STOCK, FREE FROM DISEASE, DAMAGE AND DISFIGURATION. CONTRACTOR IS RESPONSIBLE FOR
MAINTAINING PLUMPNESS OF PLANT MATERIAL FOR DURATION OF ACCEPTANCE PERIOD.

5. UPON DISCOVERY OF A DISCREPANCY BETWEEN THE QUANTITY OF PLANTS SHOWN ON THE SCHEDULE AND THE
QUANTITY SHOWN ON THE PLAN, THE PLAN SHALL GOVERN.

6. CONDITION OF VEGETATION SHALL BE MONITORED BY THE LANDSCAPE ARCHITECT THROUGHOUT THE DURATION OF
THE CONTRACT. LANDSCAPE MATERIALS PART OF THE CONTRACT SHALL BE WARRANTED FOR ONE (1) FULL GROWING
SEASONS FROM SUBSTANTIAL COMPLETION DATE.

7. ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL RECEIVE 4" LAYER TOPSOIL AND SOD AS SPECIFIED
UNLESS OTHERWISE NOTED ON THE DRAWINGS.

8. COORDINATE LOCATION OF VEGETATION WITH UNDERGROUND AND OVERHEAD UTILITIES, LIGHTING FIXTURES, DOORS
AND WINDOWS. CONTRACTOR SHALL STAKE IN THE FIELD FINAL LOCATION OF TREES AND SHRUBS FOR REVIEW AND
APPROVAL BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

9. ALL PLANT MATERIALS SHALL BE WATERED AND MAINTAINED UNTIL ACCEPTANCE.

10. REPAIR AT NO COST TO OWNER ALL DAMAGE RESULTING FROM LANDSCAPE CONTRACTOR'S ACTIVITIES.

11. SWEEP AND MAINTAIN ALL PAVED SURFACES FREE OF DEBRIS GENERATED FROM LANDSCAPE CONTRACTOR'S
ACTIVITIES.

12. REPAIR AT NO COST TO THE OWNER IRRIGATION SYSTEM DAMAGED FROM LANDSCAPE CONSTRUCTION ACTIVITIES.

13. PROVIDE SITE WIDE IRRIGATION SYSTEM DESIGN AND INSTALLATION.  SYSTEM SHALL BE FULLY PROGRAMMABLE AND
CAPABLE OF ALTERNATE DATE WATERING.  THE SYSTEM SHALL PROVIDE HEAD TO HEAD OR DRIP COVERAGE AND BE
CAPABLE OF DELIVERING ONE INCH OF PRECIPITATION PER WEEK.  SYSTEM SHALL EXTEND INTO THE PUBLIC
RIGHT-OF-WAY TO THE EDGE OF PAVEMENT/BACK OF CURB.

14. CONTRACTOR SHALL SECURE APPROVAL OF PROPOSED IRRIGATION SYSTEM INLCUDING PRICING FROM OWNER, PRIOR
TO INSTALLATION.

PLANT SCHEDULE - ENTIRE SITE
SYM QUANT. COMMON NAME BOTANICAL NAME SIZE COMMENTS

DECIDUOUS TREES
NRM 3 NORTHWOOD RED MAPLE Acer rubrum 'Northwood' 2.5" CAL. B&B STRAIGHT LEADER. FULL FORM
SHL 4 SKYLINE HONEYLOCUST Gleditsia triacanthos 'Skycole' 2.5" CAL. B&B STRAIGHT LEADER. FULL FORM
HEO 2 HERITAGE ENGLISH OAK Quercus x macdanielii 'Clemons' 2.5" CAL. B&B STRAIGHT LEADER. FULL FORM
SSB 4 SHILOH SPLASH RIVE BIRCH Betula nigra 'Shiloh Splash' 2.5" CAL. B&B STRAIGHT LEADER. FULL FORM
PDB 3 PRAIRIE DREAM PAPER BIRCH Betula papyrifera 'Varen' 2.5" CAL. B&B STRAIGHT LEADER. FULL FORM

ORNAMENTAL TREES
SSC 2 SPRING SNOW FLOWERING CRAB Malus 'Spring Snow' 1.5" CAL. B&B STRAIGHT LEADER. FULL FORM

EVERGREEN TREES
BHS 30 BLACK HILLS SPRUCE Picea glauca 'Densata' 6' ht. B&B STRAIGHT LEADER. FULL FORM
CBS 9 COLORADO SPRUCE Picea pungens 6' ht. B&B STRAIGHT LEADER. FULL FORM

SHRUBS - CONIFEROUS & EVERGREEN
MJ 2 MEDORA JUNIPER Juniperus scopulorum 'Medora' 36" HT. CONT.
NY 3 NOVA YEW Taxus cuspidata 'Nova' 36" HT. CONT.
LDN 10 LITTLE DEVIL NINEBARK Physocarpus opulifolius 'Donna May' 24" HT. CONT.
DNS - DWARF NORWAY SPRUCE Picea abies 'Pumila' 24" HT. CONT.
LLH 13 LITTLE LIME HYDRANGEA Hydrangea paniculata 'Jane' 24" HT. CONT.
LQF 2 LITTLE QUICKFIRE HYDRANGEA Hydrangea paniculata 'SMHPLQF' 24" HT. CONT.

PERENNIALS & GRASSES
EBF 39 ELIJAH BLUE FESCUE Festuca glauca 'Elijah Blue' #1 CONT.
WLC 113 WALKER'S LOW CATMINT Nepeta x faassenii 'Walker's Low' #1 CONT.
BES 52 GOLDSTURM RUDBECKIA Rudbeckia fulgida 'Goldsturm' #1 CONT.
KFG 53 KARL FOERSTER FEATHER REED GRASS Calamagrostis x acutiflora 'Karl Foerster' #1 CONT.
NWS 32 NORTHWIND SWITCH GRASS Panicum virgatum 'Northwind' #1 CONT.
RA 21 RHEINLAND ASTILBE Astilbe japonica 'Rheinland' #1 CONT.

YWA 17 YOUNIQUE WHITE ASTILBE Astilbe 'Verswhite' #1 CONT.
PC 10 PURPLE CONEFLOWER Echinacea purpurea #1 CONT.
RS 8 RUSSIAN SAGE Perovskia atriplicifolia #1 CONT.

SSD 15 STELLA SUPREME DAYLILY Hemerocallis 'Stella Supreme' #1 CONT.
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2353 RICE STREET
SUITE 107
ST. PAUL, MN 55113

DEBORAH OJOGWU

BROOKLYN PARK,
MN
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2019

 1/8" = 1'-0"A401

3 NORTH EXTERIOR ELEVATION
 1/8" = 1'-0"A401

4 WEST EXTERIOR ELEVATION

 1/8" = 1'-0"A401

1 SOUTH EXTERIOR ELEVATION
 1/8" = 1'-0"A401

2 EAST EXTERIOR ELEVATION
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Luminaire Schedule
Symbol Qty Label Arrangement Lum. Lumens LLF Description Lum. Watts Total Watts

7 P1 SINGLE 6086 0.900 SLM-LED-09L-SIL-FT-40-70CRI-IL 68.2 477.4
3 WP SINGLE 4053 0.900 WPSLS-04L-40 37.05 111.15
5 R SINGLE 2333 0.900 LCD6_LAD6_LAD46-LED-25L-40-WF-TR6R-SF-HA 22.2 111

Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
Prop Line Illuminance Fc 0.04 0.5 0.0 N.A. N.A.
Site Illuminance Fc 1.76 19.4 0.0 N.A. N.A.
Under Awning Illuminance Fc 15.71 21.4 0.4 39.28 53.50
Parking Illuminance Fc 2.90 4.5 1.5 1.93 3.00
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